CUSTOM LENGTH "A": _______________  CUSTOM LENGTH "B": _______________

**NOTES**

1. TOLERANCES +/- .05" FOR DIMENSION "A" & "B" ONLY.
2. CLASS 200.
3. 316, "C" & "D" MINIMUM WALL THICKNESS.
4. USE 316L PIPE.
5. REDUCER MODIFIED IF REQUIRED.
6. LSP APPROVED VENTORS FOR PIPE.
   * WPLASTICS
   * INDEPENDENT PIPE
7. LSP APPROVED VENTORS FOR BRANCH SADDLE
   * INCO
8. FOLLOW SEDOR FUSION PROCEDURES.
9. FOLLOW SEDOR QUALITY PROCEDURES.
10. NOTIFY 252 APPROVALS OF CHANGES.
11. CUSTOM DESIGN AVAILABLE.

**SECOR**

7321 GRIFFIN SQUARE ROAD HOUSTON, TX 77084
TEL: #281-558-6601 FAX: 281-558-6602

BRANCH SADDLE REDUCING TEE
6" OUTLET (6.625)
CLASS 200

DATE: 07/18/10  DRAWN BY: E. REPEND  CHECKED BY: M. MCINTOSH  DOC NO: SEC-2D-6-200  REV: E

[CUSTOM LENGTH "A": _______________  CUSTOM LENGTH "B": _______________]